Application:

Series fan powered terminals equipped with the above control package are designed to provide variable primary air volume to a constant volume fan terminal to accomplish variable volume/variable temperature (VVT) control when connected to a VVT zone thermostat. The constant volume series fan pulls air from the ceiling plenum to provide constant volume airflow to the zone when the primary air damper is providing less than design cfm to the zone. VVT systems provide the flexibility to alternately satisfy both heating and cooling loads using a heating/cooling primary air source. By multiplexing the primary air, VVT systems can satisfy these diverse building loads. Two-stage electric reheat coils located at each terminal can additionally satisfy zone heating loads when the equipment is providing cooling. The minimum airflow set point may be set to zero. The fan provides airflow across the heat coil when the primary air source is off.

A wall-mounted thermostat located in each zone will sense load requirements and activate the control sequence to accommodate cooling or heating. Load requirements and sound level acceptability govern terminal sizing. This control package is designed to provide variable primary air volume to a constant volume fan terminal to accomplish variable volume/variable temperature (VVT) control when connected to a VVT zone thermostat. The constant volume series fan pulls air from the ceiling plenum to provide constant volume airflow to the zone when the primary air damper is providing less than design cfm to the zone. VVT systems provide the flexibility to alternately satisfy both heating and cooling loads using a heating/cooling primary air source. By multiplexing the primary air, VVT systems can satisfy these diverse building loads. Two-stage electric reheat coils located at each terminal can additionally satisfy zone heating loads when the equipment is providing cooling. The minimum airflow set point may be set to zero. The fan provides airflow across the heat coil when the primary air source is off.

A wall-mounted thermostat located in each zone will sense load requirements and activate the control sequence to accommodate cooling or heating. Load requirements and sound level acceptability govern terminal sizing. This control package is designed to provide variable primary air volume to a constant volume fan terminal to accomplish variable volume/variable temperature (VVT) control when connected to a VVT zone thermostat. The constant volume series fan pulls air from the ceiling plenum to provide constant volume airflow to the zone when the primary air damper is providing less than design cfm to the zone. VVT systems provide the flexibility to alternately satisfy both heating and cooling loads using a heating/cooling primary air source. By multiplexing the primary air, VVT systems can satisfy these diverse building loads. Two-stage electric reheat coils located at each terminal can additionally satisfy zone heating loads when the equipment is providing cooling. The minimum airflow set point may be set to zero. The fan provides airflow across the heat coil when the primary air source is off.

A wall-mounted thermostat located in each zone will sense load requirements and activate the control sequence to accommodate cooling or heating. Load requirements and sound level acceptability govern terminal sizing. This control package is designed to provide variable primary air volume to a constant volume fan terminal to accomplish variable volume/variable temperature (VVT) control when connected to a VVT zone thermostat. The constant volume series fan pulls air from the ceiling plenum to provide constant volume airflow to the zone when the primary air damper is providing less than design cfm to the zone. VVT systems provide the flexibility to alternately satisfy both heating and cooling loads using a heating/cooling primary air source. By multiplexing the primary air, VVT systems can satisfy these diverse building loads. Two-stage electric reheat coils located at each terminal can additionally satisfy zone heating loads when the equipment is providing cooling. The minimum airflow set point may be set to zero. The fan provides airflow across the heat coil when the primary air source is off.

Legend:

- Air Source Supplying Heated Air
  and Zone Controller is configured for Central Heating Only—Supplemental Heat Off

- Air Source Supplying Cooled Air
  Terminal fan runs continuously when occupied, with demand for heating when unoccupied.

Figure 1 - Sequence of Operation for Series Fan Powered Air Terminal with Staged Electric Heat
2. Beginning at 5, the primary airflow is regulated over a throttling range by the damper until the minimum airflow set point is reached at 4.

3. At 4, the primary air is held at minimum airflow set point as long as the zone's temperature remains above the heating set point.

D. Unoccupied time period: (cooling)
When the unoccupied period is reached, the user-defined occupied cooling set point is reset upward to a user-defined unoccupied cooling set point. The damper will throttle in the same manner (as per A) during the unoccupied period, using the unoccupied cooling set point.

E. Unoccupied time period: (auxiliary heat)
When the unoccupied period is reached, the user-defined occupied heating set point is reset downward to a user-defined unoccupied heating set point. The damper will operate in the same manner (as per B) during the unoccupied period. The fan will start and the electric heat stages will operate as required to satisfy the heating load.

F. Unoccupied time period: (heating)
When the unoccupied period is reached, the user-defined occupied heating set point is reset downward to a user-defined unoccupied heating set point. The damper will operate in the same manner (as per C) during the unoccupied period, using the unoccupied heating set point.